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24 - 2400 K
28 - 2800 K
30 - 3000 K
35 - 3500 K
45 - 4500 K
65 - 6500 K

SQ - GER - 12 - 30 - CC - 45 - 120 - W - FL - I - DR - N

LENGTH
24 - 24”
30 - 30”
36 - 36”
48 - 48”

WIDTH
12 - 12”
15 - 15”
18 - 18”
24 - 24”

LAMPING
COLD CATHODE

MODEL SERIES

VOLTAGE

COLOR

120V
240V
277V

LOCATION

DP - DAMP
DR - DRY

FINISH

CL - CLEAR COAT
SP - SPEC PAINT

BALLAST / TRANSFORMER
I - INTERNAL BALLAST
R - REMOTE BALLAST

CONTROLS
D - DIMMING
N - NON-DIMMINMG

MOUNT
H - HANGING
F - FLUSH

GEO GREEN LIGHT SERIES  - GER

1. 120v, 240v OR 277 ELECTRONIC BALLAST
2. ALUMINUM PLATE 
   W/ 7/8” ACCESS FOR ½ CONDUIT
3. COLD CATHODE LAMPS
4. ALUMINUM FIXTURE HOUSING 0.063
5. SQ1 DIFFUSER LENS
6. ALUMINUM ENCLOSURE
  STANDARD HEIGHT 6.5”

      
SQ1-GEC fixtures are versatile and functional cold cathode fixtures for interior and damp applications.

SQ1-GEC fixtures are specifically designed to size and fabricated for each installation.

SQ1-GEC fixtures are designed and engineered to withstand the abuse of most public areas.
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